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1
THERMOCHROMIC WINDOW AND
METHOD OF MANUFACTURING THE SAME

This application relates to a thermochromic window and
method of manufacturing the same, specifically a thermo-
chromic window which includes vanadium dioxide (VO,)
nanoparticles which have been encapsulated in a silicon diox-
ide (Si0,) shell and/or treated with silane coupling agent(s),
and provided in a silicone resin.

BACKGROUND

Smart windows are designed to reduce the cost of heating,
air conditioning and/or lighting. Issues with levels of trans-
mission, haze, degradation over time, and/or high material
and processing costs have limited the use of these windows to
date.

Thermochromic windows reduce energy costs by trans-
forming from a transmitting state while at low temperature to
a reflecting state at high temperatures while substantially
maintaining significant visible transmittance, Vanadium
Dioxide (VO,) nanoparticles transition from (i) an insulating,
monoclinic form VO,(M), while at low temperatures, to (ii) a
metallic or substantially metallic, rutile form VO,(R) at high
temperatures. Because this metal-to-insulator transition is
reversible and occurs near room temperature, VO, nanopar-
ticles could be used in films on glass for smart windows.

VO, nanoparticles, however, are highly reactive. The
chemical instability of VO, nanoparticles limits their use in
mass production environments. In particular, VO, nanopar-
ticles have been found to fail under acidic conditions and to
oxidize to V,Oy5 in dry air.

In a related art method, coating VO, nanoparticles with a
silicon dioxide (SiO,) shell was found to significantly
improve the anti-oxidation and acid resisting properties of
VO,. See Gao, Y., et al., “Enhanced chemical stability of VO,
nanoparticles by the formation of Si0,/VO, core/shell struc-
tures and the application to transparent and flexible VO,-
based composite foils with excellent thermochromic proper-
ties for solar heat control,” Energy Environ. Sci., 2012, 5,
6104-6110;

However, this related art fails to disclose a thermochromic
window using VO? nanoparticles in a SiO, shell which is
scalable to accommodate large-area production. See Wray, P.,
“VO2 foils eyed for mass production for thermochromic win-
dow applications,” Ceramic Tech Today, Feb. 7, 2012,
wherein Yanfeng Gao, the paper’s lead author, “says scaling
the group’s technique to large-area production is the next
challenge.” Additionally, there is a need for a thermochromic
window, and method of manufacturing the same, which pro-
vides good energy efficiency and/or visible transmittance,
and/or lowers the manufacturing cost, of thermochromic win-
dows.

SUMMARY

In certain example embodiments of this invention, there is
provided a thermochromic window comprising: a first sub-
strate; a transparent conductive film on the first substrate; a
laminating layer comprising insulating material, the laminat-
ing layer further including nanoparticles comprising vana-
dium which are encapsulated and/or substantially encapsu-
lated in a shell; and a second substrate, wherein the
transparent conductive film and the laminating layer are
located between the first and second substrates.

According to an aspect of exemplary embodiments, there
are provided vanadium dioxide (VO,) nanoparticles encap-
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2

sulated in a silicon dioxide (SiO,) shell treated with silane
coupling agents and incorporated into a silicone resin.

According to an aspect of exemplary embodiments, there is
provided a first glass substrate, a conductive film, a silicone
resin layer including the encapsulated VO, nanoparticles in
the silicone resin, and a second glass substrate. A power
source may be connected to the conductive film which
enables resistive heating of the encapsulated VO, nanopar-
ticles. When heated, the encapsulated VO, nanoparticles tran-
sition from an insulator to metallic or substantially metallic
and block at least some infrared (IR) rays. In other words, the
layer including the silicone resin and VO, nanoparticles
blocks significant more (e.g., at least 10% more, more pref-
erably at least 20% more, and possibly at least 40% or 50%
more) IR radiation when sufficiently heated compared to
when not sufficiently heated.

According to an aspect of other exemplary embodiments,
there is provided a method of manufacturing a thermochro-
mic window, the method including encapsulating or substan-
tially encapsulating VO, nanoparticles in a SiO, inclusive
shell to form encapsulated or substantially encapsulated VO,
nanoparticles, providing the encapsulated VO, nanoparticles
in a silicone inclusive resin, applying a transparent conduc-
tive film on the first glass substrate, applying the silicone resin
on the first glass substrate over at least the transparent con-
ductive film, and laminating a second glass substrate to the
first glass substrate so that at least the silicone resin inclusive
layer is between the first and second glass substrates, and
connecting a power supply to the conductive film, the power
supply for supplying power to the conductive film for heating
the silicone resin inclusive layer.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram which illustrates a thermochromic
window, according to exemplary embodiments.

FIG. 2 is a diagram which illustrates a thermochromic
window, according to other exemplary embodiments.

FIG. 3 is a flowchart which illustrates a method of manu-
facturing a thermochromic window, according to exemplary
embodiments.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

A detailed description of exemplary embodiments is pro-
vided with reference to the accompanying drawings. Like
reference numerals indicate like parts throughout the draw-
ings.

FIG. 1 is a diagram which illustrates a thermochromic
window 10, according to exemplary embodiments.

Referring to FIG. 1, thermochromic window 10 includes a
first glass substrate 11, a transparent conductive film 12, a
layer 13 of or including silicone resin, a second glass sub-
strate 14, and a power source 15. Power source may be AC or
DC. In some exemplary embodiments, thermochromic win-
dow 10 may include a controller 16, and one or more sensors
17. In certain example embodiments, the window 10 may
have a visible transmission of at least about 30%, more pref-
erably of at least about 40%, even more preferably of at least
about 50% or 60%, before and/or after the vanadium dioxide
(VO,) inclusive nanoparticles in silicone layer 13 transition
from (i) an insulating, monoclinic form VO,(M) while at low
temperatures to (ii) a metallic or substantially metallic rutile
form VO,(R) at high temperature.

Silicone resin layer 13 includes VO, nanoparticles which
are encapsulated or substantially encapsulated with at least
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SiO2. In certain example embodiments, the nanoparticles
may be treated with silicon contain material(s) such as TEOS
and/or the like, in order to encapsulate them in a silica inclu-
sive and/or based coating. The coated nanoparticles may then
be treated with silane coupling agent(s) in order to allow
adequate dispersion within the silicone resin. Lacking such
silane coupling agent(s), the nanoparticles may be prone to
agglomeration and significantly unequal distribution within
the silicone resin. Power source 15 is electrically connected to
transparent conductive film 12. As power is supplied to con-
ductive film 12, conductive film 12 (which is preferably
immediately adjacent and contacting the silicone layer 13)
heats silicone layer 13 including the VO, nanoparticles
therein. As VO, nanoparticles in silicone layer 13 are heated,
they transition from an IR transmitting state at low tempera-
ture to a more IR reflecting state at high temperatures while
substantially maintaining visible transmittance. Accordingly.
silicone resin layer 13 is used to block infrared rays that
would otherwise penetrate the window when the nanopar-
ticles have been heated and are in an IR reflecting state. The
infrared transmission of thermochromic window 10 may be
variably adjusted by adjusting the amount of power supplied
by power source 15 to conductive film 12. Conductive film 12
may be electrically connected to power source 15 through the
framing (not pictured) of thermochromic window 10, bus
bar(s), or the like.

During manufacture of thermochromic window 10, the
concentration of VO, nanoparticles in silicone resin layer 13
may be varied depending on the desired level of infrared
blocking. VO, nanoparticle distribution may also be a gradi-
ent (continuous or discontinuous) with higher concentrations
near conductive film 12, enabling faster heating of the VO,
nanoparticles and a lower overall temperature of thermochro-
mic window 10 when additional IR blocking/reflection is
desired. The greater the distance between the VO, nanopar-
ticlesin layer 13 and second glass substrate 14 also lowers the
temperature of second glass substrate 14, which is another
reason the concentration of the nanoparticles in layer 13 may
be graded so that they are more concentrated in a portion of
layer 13 closer to conductive film 12. In other words, the
concentration of nanoparticles in layer 13 may be graded so
that a majority of the nanoparticles in layer 13 are closer to
conductive film 12 than to glass substrate 14.

Transparent conductive film 12 is located on (directly or
indirectly) glass substrate 11. Thus, “on” as used herein
includes both directly on and contacting, as well as indirectly
on with other layer(s) therebetween. Transparent conductive
film 12 may be of or including a transparent conductive oxide
such as indium-tin-oxide (ITO), tin oxide, silver such as TG
15, or the like, and is for substantially uniformly heating the
nanoparticles in the silicone layer 13 across first glass sub-
strate 11 when power is supplied thereto from power source
15. In the manufacture of the window, conductive film 12 is
coated with silicone resin layer 13 which includes the nano-
particles.

A silane coupling agent typically includes a hydrolysable
group (for example alkoxy, acyloxy, halogen, amine, etc.), a
silicon atom(s), a liker (CH2)n, and a nonhydrolyzable
organic radical. Silane coupling agents form a durable bond
between organic and inorganic materials. Using an appropri-
ate silane coupling agent increases the processability of VO,
nanoparticles, and may also be used in the process of encap-
sulating or substantially encapsulating the nanoparticles in a
silica inclusive coating. Optimal silane coupling agent(s) can
assist in the process of mixing and embedding nanoparticles
with a silicone resin matrix.
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Silicone resin layer 13 may be of or include one or more
silicone resins (for example, Me,SiO, Me,SiO,, MeSiO;,
etc.). Ideally, the silicone resin is highly transparent and ther-
mally tolerant. High transparency provides maximum visibil-
ity to a user of thermochromic window 10. High thermal
tolerance provides the material with the ability to withstand
the high temperatures needed to trigger the thermochromic
behavior of the VO, nanoparticles. The silicone resin ideally
has good antifoaming properties which reduces air entrap-
ment during nanoparticle mixing.

Incorporating encapsulated VO, nanoparticles in silicone
resin layer 13 provides a number of benefits. For example,
silicone resin has sufficient thermal properties to withstand
the heating necessary to enable thermochromic behavior of
VO, nanoparticles. While the exact temperature required for
metal-to-insulator transition of VO, nanoparticles appears to
be movable depending on size of the particle, silicone resin
can often withstand heating to at least about 70° C. while
maintaining excellent optical properties and without signifi-
cant yellowing with age. In certain example embodiments,
the power source is manipulated in order to provided resistive
heating of the transparent conductive film 12 which heats the
nanoparticles in the silicone inclusive layer 13 to at least
about 68 degrees C., more preferably to at least about 70 or 75
degrees C., in order to cause the vanadium oxide inclusive
nanoparticles in the silicone layer to transform from a mono-
clinic form which is substantially insulating to a rutile form
which is substantially IR reflecting, in order to block more IR
radiation.

Silicone resin also provides excellent bonding with the
encapsulated nanoparticles because the matrix is similar to
the SiO, shell of the encapsulated VO, nanoparticles. This
ensures that thermochromic glass window 10 provides long
term protection from infrared rays when desired. Silicone
resin also bonds well with glass, which prevents the separa-
tion of second glass substrate 14 in the laminated window
structure.

Silicone resin also has low thermal conductivity which
enables the temperature of second glass substrate 14 to be
reduced in comparison to first glass substrate 11 in certain
example embodiments, making the glass window safer. Sili-
cone resin is both ultraviolet (UV) tolerant and provides
sound dampening.

Power supplied by power supply 15 may vary depending
on the desired reduction of infrared transmission.

The electrical connection between power supply 15 and
conductive film 12 may be a direct connection or through one
or more intermediary elements. Thermochromic window 10
may include controller 16 which controls/varies the applica-
tion of power from power supply 15 to conductive film 12 to
control the level of infrared transmission. Controller 16 may
include one or more processors, memory, logic gates, ampli-
fiers, transistors, switches, dials, etc. (not shown). Controller
16 may execute instructions stored in a computer readable
storage medium (not shown).

Controller 16 may be programmable during manufacture
and/or by the end user. Controller 16 may, for example, be
programmed to provide different levels of infrared reduction
at different times of day.

Controller 16 may include one or more sensors 17 (for
example, temperature sensors). Sensors 17 may sense, for
example, the temperature of one or more of first glass sub-
strate 11, conductive film 12, silicone resin layer 13, second
glass substrate 14 and/or the environment on either side of
thermochromic window 10. Sensors 17 may be used by con-
troller 16 to provide more finite control of the heating of
conductive film 12 and/or the level of infrared reduction.
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Thus, the amount the transparent conductive film 12 is heated
may be based upon the temperature(s) detected by one or
more of the sensor(s) 17. In another example, temperature
readings from sensors 17 may be used by controller 16, for
example, to offset solar heating which may take place during
the daytime hours.

For at least these reasons, thermochromic window 10 may
provide effective and controllable thermochromic reduction
of infrared rays in a package that is both easy to manufacture
and safe to operate.

FIG. 2 is a diagram which illustrates thermochromic win-
dow 20, according to other exemplary embodiments.

Referring to FIG. 2, thermochromic window 20 includes
first glass substrate 11, conductive film 12, silicone resin layer
13, second glass substrate 14, and power source 15, which
were described in detail with reference to FIG. 1. Thermo-
chromic window 20 also includes a second transparent con-
ductive film 22, a second silicone resin layer 23, and a third
glass substrate 24. In some exemplary embodiments, thermo-
chromic window 20 may include controller 16 and one or
more sensors 17, which were described in detail with refer-
ence to FIG. 1.

Second conductive film 22, second silicone resin layer 23,
and third glass substrate 24 may have the same or similar
properties/materials as/to conductive film 12, silicone resin
layer 13, and second glass substrate 14, respectively, which
were described in detail with reference to FIG. 1.

Second transparent conductive film 22 is electrically con-
nected to power supply 15 in a similar manner as conductive
film 12. Sensors 17, ifincluded in thermochromic window 20,
may, for example, sense the temperature of one or more of
second conductive film 22, second silicone resin layer 23,
third glass substrate 24, or the air outside third glass substrate
24 in a similar manner as was described above with reference
to FIG. 1.

The single-sided configuration of thermochromic window
10 and the double-sided configuration of thermochromic win-
dow 20 each provide various advantages in construction and
performance. For example, thermochromic window 20
allows for the use a thin first glass substrate 11, which enables
thinner overall construction and improved control and
reduced of temperature on outside of glass substrates 14 and
24. Note that first glass substrate 11 may be at least 1 mm
thinner (more preferably at least 1.5 or 2 mm thinner) than
second glass substrate 14 and/or glass substrate 24 in the FIG.
1 and/or FIG. 2 embodiments.

FIG. 3 is a flowchart which illustrates a method of manu-
facturing thermochromic window 10 and/or thermochromic
window 20, according to exemplary embodiments.

VO, nanoparticles are encapsulated in SiO, and incorpo-
rated in a silicone resin in operation S1. During the process of
encapsulating or substantially encapsulating the nanopar-
ticles, the nanoparticles may be treated with silane(s) inclu-
sive coupling agent(s).

A transparent, conductive film 12 is applied to one or both
sides of a first glass substrate 11 in operation S2.

The transparent, conductive film(s) 12 is/are coated with
the silicone resin layer 13 and/or 23 in operation S3, the
silicone resin including the nanoparticles.

A second glass substrate 14 is attached to the silicone resin
in operation S4. If two conductive films and silicone resin
layers are present, a third glass substrate 24 is also added to
the second silicone resin layer 23. In certain example embodi-
ments, the silicone layer 13 (and/or 23) may be used as a
laminating layer in order to laminate the glass substrates to
one another. Alternatively, in addition to the silicone layer(s)
13 and/or 23, an additional laminating layer (e.g., PVB) may
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be located (e.g., between the substrate 14 and layer 13) in
order to laminate the glass substrates to one another.

A power source 15 is electrically connected to the trans-
parent, conductive film(s) in operation S5.

A controller which controls the power supplied by the
power source is optionally connected in operation S6.

One or more sensors, which provide data to the controller
is/are optionally connected in operation S7.

Thermochromic window 10 or 20 may be used in any
application where high transparency and low infrared trans-
mission is desirable. For example, thermochromic window 10
or 20 may be used in commercial window applications such
as storefronts, facades, skylights, office buildings, etc. In
commercial applications, infrared transmission control
enables improved temperature control and lower energy
costs. In residential application, thermochromic window 10
or 20 allows for natural lighting while reducing the need for
window treatments and other coatings to reduce infrared
transmission. Thermochromic window 10 or 20 may be incor-
porated in an insulated glass (IG) window unit to provide even
greater energy efficiency.

In certain example embodiments of this invention, there is
provided a window (e.g., thermochromic window) compris-
ing: afirst glass substrate; a transparent conductive film on the
first glass substrate; a silicone inclusive layer, the silicone
inclusive layer comprising nanoparticles comprising vana-
dium dioxide (VO,) which are encapsulated and/or substan-
tially encapsulated in a shell comprising silicon dioxide
(Si0,); a second glass substrate, wherein the transparent con-
ductive film and the silicone inclusive layer are located
between the first and second glass substrates; and a power
source which supplies power to the transparent conductive
film.

Inthe window of the immediately preceding paragraph, the
power supplied to the conductive film may be used to cause
the silicone inclusive layer to be heated to temperature suffi-
cient to cause at least some of the nanoparticles comprising
vanadium dioxide to transition from a monoclinic form to a
rutile form, wherein the nanoparticles reflect more IR radia-
tion in the rutile form than in the monoclinic form.

In the window of any of the preceding two paragraphs, the
nanoparticles may be distributed in the silicone inclusive
layer in a gradient with a higher concentration of the nano-
particles being near the conductive film.

In the window of any of the preceding three paragraphs,
there may be a controller which controls an amount of power
supplied by the power source to the conductive film. The
controller may be configured to vary the amount of power
based on settings by a user, and/or to vary the amount of
power based on a time of day. There may also be one or more
sensors which supply data to the controller. The data supplied
by the one or more sensors may be temperature data. The
controller may be configured to vary the amount of power
supplied to the conductive film based on the temperature data.

In certain example embodiments of this invention, there is
provided a thermochromic window comprising: a first sub-
strate; a transparent conductive film on the first substrate; a
laminating layer comprising insulating material, the laminat-
ing layer further including nanoparticles comprising vana-
dium which are encapsulated and/or substantially encapsu-
lated in a shell; and a second substrate, wherein the
transparent conductive film and the laminating layer are
located between the first and second substrates.

The thermochromic window of the immediately preceding
paragraph may further comprise a power source which sup-
plies power to the transparent conductive film.
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In the thermochromic window of any of the preceding two
paragraphs, power supplied to the conductive film may be
used to cause the nanoparticles comprising vanadium to be
heated to temperature sufficient to cause at least some of the
nanoparticles comprising vanadium to transition from a first
state to a second state, the nanoparticles in the second state
reflecting more IR than nanoparticles in the first state. The
first state may be of or include a rutile form, and the second
state may be of or include a monoclinic form.

Inthe thermochromic window of any of the preceding three
paragraphs, the first substrate may be thinner than the second
substrate.

In the thermochromic window of any of the preceding four
paragraphs, the first and second substrates may comprise
glass.

In the thermochromic window of any of the preceding five
paragraphs, the nanoparticles may be of or include VO,.

In the thermochromic window of any of the preceding six
paragraphs, the insulating material of the laminating layer
may be of or include silicone.

The forgoing exemplary embodiments are intended to pro-
vide an understanding of the disclosure to one of ordinary
skill in the art. The forgoing description is not intended to
limit the inventive concept described in this application, the
scope of which is defined in the following claims.

What is claimed is:

1. A window comprising:

a first glass substrate;

a transparent conductive film on the first glass substrate;

a silicone inclusive layer, the silicone inclusive layer com-
prising nanoparticles comprising vanadium dioxide
(VO,) which are encapsulated and/or substantially
encapsulated in a shell comprising silicon dioxide
(Si0,);

a second glass substrate, wherein the transparent conduc-
tive film and the silicone inclusive layer are located
between the first and second glass substrates;

a power source which supplies power to the transparent
conductive film, wherein the power supplied to the con-
ductive film causes the silicone inclusive layer to be
heated to temperature sufficient to cause at least some of
the nanoparticles comprising vanadium dioxide to tran-
sition from a monoclinic form to a rutile form, wherein
the nanoparticles reflect more IR radiation in the rutile
form than in the monoclinic form.

2. The window of claim 1, wherein the nanoparticles are
distributed in the silicone inclusive layer in a gradient with a
higher concentration of the nanoparticles being near the con-
ductive film.

3. The window of claim 1, further comprising a controller
which controls an amount of power supplied by the power
source to the conductive film.

4. The window of claim 3, wherein the controller is con-
figured to vary the amount of power based on settings by a
user.

5. The window of claim 3, wherein the controller is con-
figured to vary the amount of power based on a time of day.

6. The window of claim 3, further comprising one or more
sensors which supply data to the controller.

7. The window of claim 6, wherein the data supplied by the
one or more sensors is temperature data.

8. The window of claim 7, wherein the controller is con-
figured to vary the amount of power supplied to the conduc-
tive film based on the temperature data.

9. The window of claim 1, further comprising a third glass
substrate, wherein another silicon inclusive layer including
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vanadium oxide inclusive nanoparticles is provided between
the first and third glass substrates.

10. A thermochromic window comprising:

a first glass substrate;

a first conductive film on the first glass substrate, wherein
the first conductive film is transparent;

a second conductive film on the first glass substrate on a
side of the first glass substrate opposite the first conduc-
tive film, wherein the second conductive film is trans-
parent;

afirstsilicone inclusive layer on and directly contacting the
first conductive film;

a second silicone inclusive layer on and directly contacting
the second conductive film;

a third glass substrate, wherein the second silicone inclu-
sive layer is located between the first and third glass
substrates; and

apower source which supplies power to the first conductive
film and the second conductive film,

wherein the first silicone inclusive layer and the second
silicone inclusive layer each comprise vanadium dioxide
(VO,) nanoparticles which are encapsulated in a silicon
dioxide (Si0,) shell.

11. The thermochromic window of claim 10, wherein the
power supplied to the first conductive film and the second
conductive film heats the first silicone inclusive layer and the
second silicone inclusive layer to temperature sufficient to
cause the VO, nanoparticles to transition from a monoclinic
state to a rutile state.

12. The thermochromic window of claim 10, further com-
prising a controller which controls an amount of power sup-
plied by the power source to the first conductive film and the
second conductive film.

13. The thermoehromic window of claim 12, further com-
prising one or more sensors which supply data to the control-
ler.

14. The thermochromic window of claim 13, wherein the
data supplied by the one or more sensors is temperature data.

15. The thermochromic window of claim 14, wherein the
controller is configured to vary the amount of power based on
the temperature data.

16. A method of manufacturing a thermochromic window,
the method comprising:

encapsulating vanadium dioxide (VO,) nanoparticles in
coating comprising silicon dioxide (SiO,) to form
encapsulated VO, nanoparticles;

incorporating the encapsulated VO, nanoparticles in a sili-
cone resin;

applying a transparent conductive film to a first glass sub-
strate;

applying the silicone resin including the nanoparticles to
the transparent conductive film;

coupling a second glass substrate to the first glass substrate,
so that the transparent conductive film and the nanopar-
ticles are provided between the first and second glass
substrates; and

the window being configured for connecting a power sup-
ply which supplies power to the conductive film,
wherein the window is configured so that power sup-
plied to the conductive film will cause the silicone resin
including the nanoparticles to be heated to temperature
sufficient to cause at least some of the VO, nanoparticles
to transition from a monoclinic form to a rutile form,
wherein the nanoparticles reflect more IR radiation in
the rutile form than in the monoclinic form.
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17. The method of claim 16, further comprising:

connecting a controller which controls the power supplied
by the power source to the conductive film.

18. The method of claim 17, further comprising:

connecting one or more sensors which supply data to the 5
controller.

19. The method of claim 18, wherein the data supplied by

the one or more sensors is temperature data.

#* #* #* #* #*



